o

5,&

CORPORATION

MODEL - 109-
MODEL - 110- C

Volve Testing Procedure

It your fifte fails o bold compression, test as follows:
Cock rifle by putlsng back Lult uatil it cticks, push bolt in and
tuck. Putap fuur >trokes aid insert muztle end in a container
of water. M oo bubbles appear, the exhaust valve is function-
ing praperly. .

Test for check valve: Open pump lever until plunger cup
15 behind air vent hale. Without moving pump lever apply
noistencd finger w air vent hole. If no bubbles appear, check
valve is funclioning properly.

To Clean or Replace Valves

Henve ke down nut (T-41), detach stock (T-44).

Henave 3 serews, T-18 and T-19, detach spring stop T-12.

Remuve hammer spring T-16, hammer spring guide pin

« T-17 and hammer T-15. S

4. Hemuve cocking screw T-5 from breech bolt T-6, remove
Lirecch Ll

5. Driveaut front sight pin T-1, striking unkauried end of pin.
Pieeaeh front sight T-10, pull out pump and tever assem-
tly.
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rond intes [ront sight pin holes of tump tube
L V. g eF clampiog £l Ca distor.
Uartr, Re v s aeve ot T-27 with special wrench,

7. Sieert 3716 bt n 2207 boayt ot ot front Sight end ot
pump e, sids £ with cafe fute Inde ol Counpression
chambier. Pushite reneve, exlisust valve tndy T-26, ex-
Baunst valve stem assembly T-25, eahaust budy gasket
T-24, cheek vilve spring T-23 chueck vatve axsembly
T-22

8. Clean chamber with a cloth xwali on a wooden stick (mdtal
should vt Le used - damage to chamber seat will cause
teaking). Wipe vatves and exhaust valve budy, usc care
0 prevent damage to all valve surfaces.

9. Drup tn check vatve assembly T.22. cheek valve spring
T-23. Attach gasket T-24 to exhaust valve body T-26,

insert stem T-25 fotu exhaust valve Lody. Push cx-
haust valve bedy and attached parts into place, lining up
Lland tudde with tude inunderside of tube, holding In posi-
tieens with 5:32°° rod. Insert and screw valve nut T-27
it tube, Ughten (ur air seal, hutding assembly with
3/16° eud thruugh (ront sight piaboles. Remove the twe
rods. .

. Heplace Lreech bult T-6, screw cucking screw T-9 fntee

breceh Wt

",

Orop hammer T-15, spring T-16 and spring guide T-117.
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12. Insert hammer spring stup T-12, replace screws T-18 and
T-18.

13. Install pump and lever assembly and front sight T-10 drive
in pin T-1 (plain end first). .

14. Replace stock T-44, secure with take down nut T-41.

To Replace Pump Cup s R

1. Remove froat sight piaT-1 (drive on opposite side uf kuurl-
oa pin) and {roat sigt T-10.

2. Pull out pump mechanism.

3. Put pump rod T-14 invise, loosen pump fock nut T-13, and
felt retainer T-33. Slide back pump spacer T-35 and
pump cup T-36, unscrew compression head T-37 (rom
rod.

4. Clean cumpression head T-37 and spacer T-35 (must be
free from oll and grease).

S. Replace with new pump cup T-36.

6. Tightea compression head T-37 W rodT-14and tighten felt
retainer T-33 moderately to hold pump cup T-36. Luck
assembly with pump lock aut T-13.

7. Insert and adjust pump to obtain maximum air intake.

8. RHeplacelront sight T-10, andpin T-1. (invert plain end first).

wuvrication

+oor tubrication purpuses use uaty Crusman **Lubro 90°'a -
pecial lwbricant developed by our engineers. Do not oll through

air intake hole in pump tube. Remit 25¢ in stamps for a large

tube. Inanemergency i Crosman**Lubro 90°° is nat avallable

uxe 2 yuperior grade light oil. Do notlubricate pistol excessi-

vely as oil collects dust and grit.

To Remove Pells from Plugged Barrel

Uf ftor any reason a pell or pells become jammed in the
varrel insert & 5/32°° fiat end round rod at muzzie end and

gently tap out pells. DO NOT ATTEMPT TO REMOVE PELLS
BY MELTING OUT OF BARREL.

To Release Overpumped Unit

Remuve stock, tura gua unit with slot up, exposing (luating
nammer, place 3/16° rodagainst back edgeof hammer, sirike
rud to release alr, replace wtock.
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- Component Pharts for
Crosman Town & Counfry Jr. Rifle
77 and .22 cal}
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Parts Prices Parts

Prices

T-1 FrontSightPin......... .20 T-23 Check Valve Spring ..... .20
T-2 Rear Sight Screws ...... .10 T-24 Exhaust Body Gasket . ... .05
T=3 Rear Sight Elevating Screw .10 T-25 Exhaust Valve Assembly .. 1.00
T-4 RearSight ........... .25 T-26 Exhaust ValveBody ..... 1.25
T-5 Cocking Screw......... .10 T-27 ValveNut............ .25
T-6 BreechBolt........... .50 T-23 LeverSpring.......... .40
T-T  BreechBolt Lock Assembly. .30 T-29 ForearmPin.......... .10
T-8 SpringWasher,........ .05 T-30 Leverlink........... .50
T-9 Hammer Lock Screw .... .15 T.'t PlungerGuide Pin ...... .10
T-10 FrontSight........... 1.00 .32 PlungerGuide......... .40
T-11 Pump Tube & Barrel T- 3 FeltRetainer.......... .25

Assembly .. 850 T of Fert................ 15
T-12 SpringStopr. . ......... -50 T-35 Compression Head Washer. .10
T-13 Pump Lock Nut . ....... .20 T-:6 PumpCup...... e .. 20
T-14 Plunger Rod . .. .. ceee. 40 T-47 CompressionHead...... .25
T-15 Hammer ............ 1 T-58 TrIGEEr «vvveivennn.. .60
T-16 Hammer Spring . ....... .20 " 9  Trigger Spring. . . . ... .. .20
T-17T Hammer Spring Guide Pin . .25 T-10 Trigger Pin .......... .10
T-18 Hammer Lock Screws, . .. .10 T-41 Locating Screw Nut . . ... .20
T-19  Spring Stop Bottom Screw . .15 T-42 Trigger Guard Screws. ... .10
T-20 Link Rivet ........... 10 T-%3 Trigger Guard Asgsembly.. .65
T-21 PumplLever .......... 1.00 T-i4 Stock....... ... 4.00
T-22 Check Valve Assembly . = 1.00




